
SOUNDPROJECTOR

DVD/VHSGUEST LAPTOP

1. Locate the PROJECTOR CONTROL on the desk
2. Press the ON button to power on the projector (it 

takes about 90 seconds for it to warm up)
3. Press the SOURCE button to select a video input as 

displayed on the projector screen:
 HDMI 1:  Built-in classroom computer
 Computer 1 in:  Guest laptop
 Video in:   DVD/VCR
4. The “video blank” button will hide/reveal the 

projected image and the “auto PC” button will 
correct an image that does not display correctly

1. Locate the PYLE PRO amplifier on top of the DVD 
player and turn on the Power Switch on the left

2. Turn the SOURCE knob to select the source input:
 Computer:   Built-in classroom computer
 Guest:   Guest laptop
 DVD/VCR:  DVD/VCR
3. Adjust the output volume with the VOLUME knob

If there is no sound, make sure the Source Select knob 
on the right is set to match the video input chosen in 
the Projector Control (see PROJECTOR section)

1. Locate the guest laptop connection cables in the 
compartment on the desk

2. Connect the HDMI Cable and Audio Cable to your 
laptop. You might need to use one of the provided 
adaptors for the HDMI Cable.

3. If the projector does not recognize your laptop:
  • For PCs, press + P and click on either  

  Duplicate, Extend, or Second screen only
  • For Macs, press Command ⌘+ F1 to turn  

  display mirroring on and off

1. Make sure the DVD/VCR located above the 
classroom computer is on.  The Power button is on 
the left of the unit.

2. Insert a DVD or VHS tape into the player.  The DVD 
and VHS players have their own EJECT buttons.

3. Select either DVD to play a DVD or VIDEO to play a 
VHS tape.

4. Press PLAY

Make sure to change the PROJECTOR SOURCE to 
“VIDEO in” on the Projector Control Box, and the 
SOUND SOURCE on the amplifier to “DVD/VCR.”

WCTS Maxey 106

Call IMS at (509) 527-5257 
or the WCTS Helpdesk at (509) 527-4976

SELECT: “DVD” or “Video”
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